
QinetiQ-NA.com                                                               WHEN IT’S CRITICAL, IT’S QINETIQ

SWATS®
Shoulder-Worn Acoustic Targeting System

QinetiQ North America’s SWATS® is the smallest, lightest, lowest-power gunshot detector 
available. SWATS is the U.S. military’s solution of choice for Individual Gunshot Detection 
Systems (IDGS). It instantly detects, locates and alerts the warfighter to the origin of hostile 
gunfire. SWATS enhances situational awareness enabling the user to react to contact faster 
and more effectively. SWATS is a rugged, reliable, field-proven tool currently in use in theater 
by the U.S. Army, U.S. Marine Corps and Allied Armed Forces.

Effective, Proven and Reliable
 Tactical advantage - 

Provides the warfighter 
with information needed to 
quickly find, fix and finish an 
enemy threat

 Lightweight - Entire system 
weighs less than one pound

 Proven combat effectiveness 
- More than 16,000 units 
shipped, SWATS is field-
tested and combat-tested by 
Soldiers and Marines serving 
in Iraq and Afghanistan

 Available now - In stock for 
immediate purchase and 
rapid fielding

 North Atlantic Treaty
 Organization (NATO) catalog
 item - Available for online 

purchase via NATO Support 
Agency contract for NATO 
nations

Increases Survivability
 Saves lives - Improves 

warfighter’s ability to make use 
of cover and concealment

 Accurate and effective 
in relevant combat  
environments - Operates in 
mountainous, urban and open 
terrain

 Multiple alert types - Provides 
both visual and audible threat 
alerts

 Dependable - Does not false 
alarm or respond to nearby 
friendly fire

 Interoperable - Shooter grid 
coordinates tagged with GPS 
time can be shared with other 
systems

Enhances Mobility and Lethality
 Provides timely and 

actionable information -
 Detects, locates and displays 

hostile shooter location 
faster than ¼ second

 Utilizes standard military
 references - Options for 

display using Universal 
Transverse Mercator, 
latitude/longitude, Military 
Grid Reference System and 
degrees or mils, enabling 
quick reaction/call for 
support

 Versatile mounting solution - 
Works with rucksacks, MOLLE 
gear and a wide variety of 
equipment ensembles

 Multi-functional - Built-in 
compass and GPS enables 
warfighter to effectively 
navigate on the battlefield



12-9-234 R2

Specifications

Small, lightweight and low power:
	 •		 Small	form	factor	
  (3.4 in x 3.1 in x 1.1 in)
	 •		 14-hour	battery	life	
  (CR123A x2)
	 •		 10.6	oz	(sensor	and
  batteries)
	 •		 3.9	oz	(display	unit	with	 	

 cable)

Complete solution in one package:
	 •		 GPS/gyro/magnetic
  accelerometer sensors
	 •	 Chest/wrist-mounted	display
  unit
	 •		 Audio	alert
	 •		 Display-free	audio-only
  operation

Accurate and reliable:
	 •		 95%	detection	rate
	 •		 +/-	7.5	degrees	bearing
  accuracy
	 •		 10%	of	range	accuracy
	 •		 >	400m	detection	range

Interconnectivity:
	 •		 RS-232	or	USB	serial	data
  interface
	 •		 Support	for	XML,	JVMF	and
  CoT
	 •		 Integrated	with	numerous
  SA and C4ISR systems   

 including Land Warrior, Nett
  Warrior, FBCB2 and 
  heads-up displays

SWATS is extremely rugged, 
durable and produced using the 
highest manufacturing quality 
standards.

Every SWATS unit is 
environmentally stress screened 
during assembly and 100 percent 
function checked prior to 
shipment.

SWATS has been fully qualified 
against MIL-STD-810F 
ruggedization	and	MIL-STD-461E	
EMI/RFI standards.

	 •	 MIL-STD-810F
  High and low temperature
  storage and operation,
  temperature shock,
  humidity, drop, shock,
  vibration, sand, dust, salt fog  

 and blowing rain
	 •		MIL-STD-461E
  Radiated and conducted
  emissions and susceptibility

FOR MORE INFORMATION
QinetiQ North America

Technology Solutions Group
11091 Sunset Hills Road, 

Suite 600
Reston,	VA	20190

Tel:	(571)	521-7600
TSGinfo@QinetiQ-NA.com

© QinetiQ North America, Inc.


